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TUBING KITS
41386.1000 & 41387.1000

INTRODUCTION
These kits will replace all the cut tubing for either the brew or the hot water circuits. 

KIT CONTENTS
KIT #41386.1000 (BREW)
1.  4   12422.0000   Clamp, SNP-6
2.  5   12422.0006   Clamp, SNP-8
3.  1   12422.0011   Clamp, SNP-4
4.  1   12422.0001   Clamp, SNP-10
5.  1   12422.0005   Clamp, SNP-12
6.  2   36329.0000   Cable Ties
7.  1   41115.0000   Braided Hose .313”ID x 6.3”
8.  1   37721.0007   Braided Hose .25” x 7.7”
9.  1   36630.0003   Hose .125” x 6.0”
10.  2   36629.0005   Braided Hose .188” x 1.4”
11.  1   36629.0004   Braided Hose .188” x 3.0”
12.  1   36629.0006   Braided Hose .188” x 8.3”
13.  1   41505.0000   Check Valve
14.  1   41088.0000   Connector, .25” Barb. Cross
15.  1   41409.0000   Instructions

INSTRUCTIONS
WARNING – UNPLUG THE BREWER AND ALLOW TO COOL BEFORE PROCEEDING.
1. Remove top cover and rear panel.
2. Follow tank draining instructions according to Operating Manual.
3. Replace hoses according to illustration on next page.
4. Follow tank fi lling procedure in Operating Manual when fi nished.

KIT CONTENTS
KIT #41387.1000 (HOT WATER)
16.  1   12422.0003   Clamp, SNP-2
17.  1   12422.0011   Clamp, SNP-4
18.  1   12422.0001   Clamp, SNP-10
18.  1   12422.0006   Clamp, SNP-8
19.  1   12422.0005   Clamp, SNP-12
20.  6   36329.0000   Cable Ties
21.  1   28526.0034   Hose .313” x 5.5”
22.  1   36631.0008   Hose .188” x 17.0”
23.  1   36631.0007   Hose .188” x 1.3”
24.  1   36630.0002   Hose .125” x 4.0”
25.  1   36631.0006   Hose .188” x 2.4”
26.  1   36631.0005   Hose .188” x 5.0”
27.  1   41113.0000   Hose .188” x .9”
28.  1   41089.0000   Tee,.188x.188x.125
29.  1   41409.0000   Instructions
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* Tighten 2 clicks from max.

SEE NOTE BELOW

SEE NOTE BELOW

NOTE: Use Adaptor tube (# 27) only on early model tanks with 1/4” inlet along with SNP-10 clamp (# 18). For 
new style tank with 5/16” inlet, use SNP-8 clamp (# 18) and discard adaptor tube # 27. 




